AIR CONSUMPTION OF DOUBLE-ACTING CYLINDERS

	BORE
	ROD Ø
	ACTION
	OPERATING PRESSURE (BAR)

	
	
	
	2
	3
	4
	5
	6
	7
	8
	9
	10

	8
	4
	Vo
	0.002
	0.002
	0.003
	0.003
	0.004
	0.004
	0.005
	0.005
	0.006

	
	
	Vi
	0.001
	0.002
	0.002
	0.002
	0.003
	0.003
	0.003
	0.004
	0.004

	10
	4
	Vo
	0.002
	0.003
	0.003
	0.004
	0.005
	0.005
	0.006
	0.007
	0.007

	
	
	Vi
	0.002
	0.003
	0.003
	0.003
	0.004
	0.004
	0.005
	0.006
	0.006

	12
	6
	Vo
	0.003
	0.005
	0.006
	0.007
	0.008
	0.009
	0.010
	0.011
	0.012

	
	
	Vi
	0.003
	0.003
	0.004
	0.005
	0.006
	0.007
	0.008
	0.008
	0.009

	16
	6
	Vo
	0.006
	0.008
	0.010
	0.012
	0.014
	0.016
	0.018
	0.020
	0.022

	
	
	Vi
	0.005
	0.007
	0.009
	0.010
	0.012
	0.014
	0.016
	0.017
	0.019

	20
	8
	Vo
	0.009
	0.013
	0.016
	0.019
	0.022
	0.025
	0.028
	0.031
	0.035

	
	
	Vi
	0.008
	0.011
	0.013
	0.016
	0.019
	0.021
	0.024
	0.026
	0.029

	25
	10
	Vo
	0.015
	0.020
	0.025
	0.030
	0.034
	0.039
	0.044
	0.049
	0.054

	
	
	Vi
	0.012
	0.017
	0.021
	0.025
	0.029
	0.0337
	0.037
	0.041
	0.045

	32
	12
	Vo
	0.024
	0.032
	0.040
	0.048
	0.056
	0.064
	0.072
	0.082
	0.088

	
	
	Vi
	0.021
	0.028
	0.035
	0.042
	0.049
	0.056
	0.063
	0.070
	0.076

	40
	16
	Vo
	0.038
	0.050
	0.063
	0.076
	0.088
	0.100
	0.113
	0.126
	0.188

	
	
	Vi
	0.030
	0.040
	0.050
	0.060
	0.070
	0.080
	0.090
	0.100
	0.110

	50
	20
	Vo
	0.059
	0.079
	0.098
	0.118
	0.137
	0.157
	0.177
	0.196
	0.216

	
	
	Vi
	0.051
	0.068
	0.085
	0.102
	0.120
	0.137
	0.154
	0.170
	0.188

	63
	20
	Vo
	0.093
	0.125
	0.156
	0.187
	0.218
	0.249
	0.280
	0.312
	0.343

	
	
	Vi
	0.072
	0.109
	0.136
	0.164
	0.191
	0.218
	0.245
	0.273
	0.300

	80
	25
	Vo
	0.150
	0.200
	0.250
	0.301
	0.351
	0.402
	0.452
	0.502
	0.552

	
	
	Vi
	0.139
	0.186
	0.232
	0.279
	0.325
	0.372
	0.418
	0.464
	0.510

	100
	25
	Vo
	0.236
	0.314
	0.382
	0.471
	0.549
	0.628
	0.706
	0.785
	0.862

	
	
	Vi
	0.214
	0.286
	0.357
	0.429
	0.500
	0.571
	0.643
	0.714
	0.786

	125
	32
	Vo
	0.368
	0.490
	0.613
	0.736
	0.859
	0.981
	1.104
	1.226
	1.349

	
	
	Vi
	0.346
	0.462
	0.578
	0.694
	0.809
	0.925
	1.040
	1.156
	1.272

	160
	40
	Vo
	0.603
	0.804
	1.005
	1.206
	1.407
	1.608
	1.809
	2.010
	2.211

	
	
	Vi
	0.565
	0.754
	0.942
	1.130
	1.319
	1.507
	1.696
	1.884
	2.072

	200
	40
	Vo
	0.942
	1.256
	1.570
	1.884
	2.198
	2.512
	2.826
	3.140
	3.454

	
	
	Vi
	0.904
	1.206
	1.507
	1.809
	2.110
	2.412
	2.713
	3.014
	3.316


To calculate the air consumption in Nl/min use the following formula:

Q  =  S(Vo+Vi)C

Q  
=
Air consumption in Nl/min

S  
=
Cylinder stroke in cm

C  
=
No of complete (in and out) strokes of the cylinder per minute

Vo
=
Air consumption in litres per cm of outstroke (use table above)

Vi
=
Air consumption in litres per cm of instroke (use table above)

Example:

A Ø50 bore x 150 stroke cylinder is used at a working pressure of 6bar and cycles at a rate of 30 strokes a minute.

S  =  15cm

C  =  30

Vo =  0.137 l/min

Vi  =  0.120 l/min

Q  =  15(0.137+0.120)30   =   115.65Nl/min

To convert to CFM divide by 28.3

